
In store "130" you can find and buy almost all necessary goods for your auto in 
Kyiv and other cities, delivery by ground and postal services. Our experienced 

consultants will provide you with exhaustive information and help you to chose 
the very particular thing. We are waiting for you at the address 

https://130.com.ua 

PHONES 
0 (800) 800 130
(050) 462 0 130
(063) 462 0 130
(067) 462 0 130

Internet store of 
autogoods 

CAR RECEIVERS — Receivers • Media receivers and stations • Native receivers • CD/DVD changers • FM-modulators/USB adapters • Flash memory • Facia plates and adapters • Antennas • Accessories  | 
CAR AUDIO — Car audio speakers • Amplifiers • Subwoofers • Processors • Crossovers • Headphones • Accessories  |  TRIP COMPUTERS — Universal computers • Model computers • Accessories  | 
GPS NAVIGATORS — Portable GPS • Built-in GPS • GPS modules • GPS trackers • Antennas for GPS navigators • Accessories  |  VIDEO — DVR • TV sets and monitors • Car TV tuners • Cameras • Videomodules
• Transcoders • Car TV antennas • Accessories  |  SECURITY SYSTEMS — Car alarms • Bike alarms • Mechanical blockers • Immobilizers • Sensors • Accessories  |  OPTIC AND LIGHT — Xenon • Bixenon • Lamps 
• LED • Stroboscopes • Optic and Headlights • Washers • Light, rain sensors • Accessories  |  PARKTRONICS AND MIRRORS — Rear parktronics • Front parktronics • Combined parktronics • Rear-view mirrors 
• Accessories  |  HEATING AND COOLING — Seat heaters • Mirrors heaters • Screen-wipers heaters • Engine heaters • Auto-refrigerators • Air conditioning units • Accessories  |  TUNING — Vibro-isolation 
• Noise-isolation • Tint films • Accessories  |  ACCESSORIES — Radar-detectors • Handsfree, Bluetooth • Windowlifters • Compressors • Beeps, loudspeakers • Measuring instruments • Cleaners • Carsits 
• Miscellaneous  |  MOUNTING — Installation kits • Upholstery • Grilles • Tubes • Cable and wire • Tools • Miscellaneous  |  POWER — Batteries • Converters • Start-charging equipment • Capacitors 
• Accessories  |  MARINE AUDIO AND ELECTRONICS — Marine receivers • Marine audio speakers • Marine subwoofers • Marine amplifiers • Accessories  |  CAR CARE PRODUCTS — Additives • Washer fluid • 
Care accessories • Car polish • Flavors • Adhesives and sealants  |  LIQUID AND OIL — Motor oil • Transmission oil • Brake fluid • Antifreeze • Technical lubricant 

SKYPE 

km-130 
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Elettromedia
62018 Potenza Picena (MC) Italy
T +39 0733 870 870 - F +39 0733 870 880
elettromedia.com
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1	 Ultra-low	profile	(3.11	in.	/	79	mm)	for	maximum	installation	flexibility.
2	 Designed	to	deliver	maximum	performance	in	a	sealed	enclosure	
	 starting	from	7.5	lt.
3	 Special	designed	cone-dustcap-basket	geometry	which	guarantees	a	
	 long	linear	excursion	capability	(almost	9	mm,	one-way)	while	keeping	
	 the	mounting	depth	to	minimum.
4	 Air	vents	on	the	basket	underneath	the	spider,	eliminating	the	need	for	
	 the	central	pole	vent	allowing	mounting	close	to	rear	wall	of	enclosure.
5	 Massive	motor	assembly	optimized	with	FEM	(Finite	Element	Modeling)	
	 for	perfect	control	under	high	power,	high	excursion	conditions.
6	 Water-repellent	pressed	paper	8	in.	cone	featuring	a	profile	developed	
	 with	simulation	and	optimized	with	the	Klippel	Scan	Vibrometer.
7	 Dual	voice	coil	design	specifically	developed	to	be	combined	with	either	
	 AP8.9	bit	(2	CH	+	2	CH	bridged),	AP5.9	bit	(Sub	CH)	or	AP4.9	bit/AP4	D	
	 (2	CH	bridged)	amplifiers.
8	 Steel	mesh	grille	and	plastic	gasket	included.

APS 8 D
Subwoofer
500 W

A

B

D
C
C1

TECHNICAL SPECIFICATIONS 
Component Subwoofer

Size mm (in.) 200 (8)

Power Handling
W peak
W continuos

500
250

Impedance Ω 4 + 4

Centre to centre distance mm (in.) 207 (8.15)

Magnet size D x d x h mm (in.) 120 (4.72) x 50 (1.97) x 28 (1.1)

Total driver displacement l (cu.in.) 0,67 (0.01)

Hole diameter 5 (0.2)

Weight of one speaker kg (lb.) 3,1 (6.83)

Magnet High density flux ferrite

Cone Water-repellent pressed paper

Subwoofer Voice Coil Ø mm (in.) 40 (1.57)

*Xmech ±16,5 (0.65)

ELECTRO-ACOUSTIC PARAMETERS
D mm 173

Xmax mm ±8,8

Re Ω 2,1

Fs Hz 30

Le mH 1,1

Vas I 25,5

Mms g 85

Cms mm/N 0,3

BL T•m 8,8

Qts 0,44

Qes 0,46

Qms 5,1

Spl dB 83,5

A B C C1 D
222 mm 187 mm 94,6 mm 104 mm 79 mm
8.74 in. 7.36 in. 3.72 in. 4.09 in. 3.11 in.

Autogoods “130”
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