J

PHONES
0 (800) 800 130
(050) 462 0 130
(063) 462 0 130
(067) 462 0 130

CAR RECEIVERS — Receivers = Media receivers and stations « Native receivers « CD/DVD changers « FM-modulators/USB adapters « Flash memory « Facia plates and adapters = Antennas = Accessories |

CAR AUDIO — Car audio speakers « Amplifiers « Subwoofers ¢ Processors « Crossovers  Headphones ¢ Accessories | TRIP COMPUTERS — Universal computers « Model computers ¢ Accessories |

GPS NAVIGATORS — Portable GPS = Built-in GPS « GPS modules « GPS trackers « Antennas for GPS navigators = Accessories | VIDEO — DVR = TV sets and monitors « Car TV tuners = Cameras = Videomodules
= Transcoders = Car TV antennas  Accessories | SECURITY SYSTEMS — Car alarms « Bike alarms « Mechanical blockers « Immobilizers « Sensors = Accessories | OPTIC AND LIGHT — Xenon = Bixenon * Lamps
= LED = Stroboscopes « Optic and Headlights « Washers « Light, rain sensors « Accessories | PARKTRONICS AND MIRRORS — Rear parktronics « Front parktronics « Combined parktronics ¢ Rear-view mirrors

= Accessories | HEATING AND COOLING — Seat heaters « Mirrors heaters ¢ Screen-wipers heaters « Engine heaters « Auto-refrigerators « Air conditioning units « Accessories | TUNING — Vibro-isolation

= Noise-isolation « Tint films « Accessories | ACCESSORIES — Radar-detectors « Handsfree, Bluetooth « Windowlifters « Compressors « Beeps, loudspeakers « Measuring instruments « Cleaners « Carsits

= Miscellaneous | MOUNTING — Installation kits « Upholstery « Grilles » Tubes « Cable and wire * Tools « Miscellaneous | POWER — Batteries « Converters  Start-charging equipment « Capacitors

« Accessories | MARINE AUDIO AND ELECTRONICS — Marine receivers « Marine audio speakers « Marine subwoofers « Marine amplifiers « Accessories | CAR CARE PRODUCTS — Additives « Washer fluid «
Care accessories = Car polish = Flavors = Adhesives and sealants | LIQUID AND OIL — Motor oil = Transmission oil « Brake fluid = Antifreeze « Technical lubricant

In store "130" you can find and buy almost all necessary goods for your auto in
Kyiv and other cities, delivery by ground and postal services. Our experienced
consultants will provide you with exhaustive information and help you to chose
the very particular thing. We are waiting for you at the address




RADIOACTIVE SERIES

COMPONENT SPEAKER SYSTEM

Anleitung / Owner s manual

GZRC 165.35Q
GZRC 165.35Q-ACT

Spezifikationen / Specifications

Hochwertiges 3-Wege SQ Komponentensystem

Klippel® optimierter Tief-Mittelténer mit Aluminium Membran

Nomex Zentrierspinne / Gummi Sicke

Linearisierende Kupferkappe

80 mm SQ Mittelténer mit Aluminium Membran

Neodym-Antrieb / Kunststoftkorb

25 mm SQ Seidenkalotten-Hochténer mit Einbaugehduse

Ventilierter Neodym-Antrieb

12 dB/Okt. Frequenzweiche mit Pegelanpassung (nicht bei ACT Version)

High quality 3-way SQ component system

Klippel® optimized midwoofer with aluminum cone

Nomex spider / rubber surround

Copper cap for impedance linearizing

Resonance free steel basket

3.15” SQ midrange with aluminum cone

Neodymium motor / compound basket

1" SQ silk dome tweeter with mounting accessories

Vented neodymium motor

12 dB/oct. crossover with level adjustment (not for ACT version)
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Spezifikationen / Specifications

Modell / mode/

GZRC 165.35Q

GZRC165.35Q-ACT

GZRK 1655Q — 3 Ohm / ohms

Impedanz / /mpedance 3 Ohm / ohms GZRM 80SQ — 3 Ohm / ohms
GZRT 255Q — 4 Ohm / ohms
Frequenzgang / Frequency response 35 Hz — 25 kHz
Low to mid 200 Hz
Trennfrequenz / Cut-off frequency mid to high 4300 Hz n.a.
(12 dB / Okt./oct.)
. . . GZRK 165 5SQ HP >40 Hz / LP >200 Hz
e
s e ie GZRT 255Q LP >2500 Hz
Wirkungsgrad / Efficiency (SPL) 90 dB
GZRK 1655Q — 110 Watt / Watts
Belastbarkeit / Power handlling (RMS) 150 Watt / Watts GZRM 80SQ — 50 Watt / Watts
GZRT 255Q — 70 Watt / Watts
GZRK 1655Q — 160 Watt / Watts
Belastbarkeit / Power handling (max.) 230 Watt / Watts GZRM 805SQ - 80 Watt / Watts
GZRT 255Q — 110 Watt / Watts
MaBe / Dimensions Tiefténer / Midwoofer | Mittelténer / Midrange Hochténer / Tweeter
GZRK 1655Q GZRM 80SQ GZRT 255Q
AuBendurchmesser / Outer diamefer 165 mm / 6.5" 94 mm/3.7" 54 mm /2.13"
Einbaudurchmesser / Mounting diamefer 142.5 mm /5.61" 77 mm / 3.03" 48 mm / 1.89”
Einbautiefe / Mounting depth 68 mm /2.68" 34 mm /1.34" 18 mm /0.71"

Frequenzweiche (nicht for ACT Version) / Crossover (not for ACT version)

RADIOACTIVE SERIES

Steckbriicke gewdhlt werden

Anpassung des Hochtonpegels: Der Pegel kann Gber die Position der

Tweeter level adjustment: The tweeter level can be set by positioning the
jumper to the required level position

auf die Hérposition

between low and high

listening position

Trennfrequenz des Mitteltonlautsprechers /midrange cut-off frequency:

Die Tiefpass-Ubergangsfrequenz kann mittels Jumper (Steckbriicke)
zwischen niedrig und hoch gewdhlt werden
High: Linearer Frequenzgang bei direkter Ausrichtung der Lautsprecher

Low: Anhebung der oberen Frequenzen des Mittelténers

The low pass crossover frequency can be selected with the jumper
Low: Linear frequency response for direct speaker alignment to the

High: Increase of the upper midrange frequency response

Signaleingang vom Radio/Verstérker

IN

T™W OUT Hochton-Anschluss

MID OUT Mittelton-Anschluss

WF OUT Tiefton-Anschluss

IN Input from head unit / amplifier
™™ OUT Tweeter connector

MID OUT Midrange connector

WF OUT Kickwoofer connector

Autogoods “130”




Allgemeine Einbauhinweise / General installation note

e Niemals Lécher in den Tank, die Bremsleitung, Kabel oder andere wichtige Fahrzeugteile bohren!

e Kabel niemals Gber scharfe Kanten fihren, die zu Beschddigungen fohren kénnten

e Signal- und Lautsprecherkabel nicht in der Néhe von Antennen-Elektronik oder Antennenkabel
verlegen, die fur den Radioempfang wichtig sind

e Signal- und Lautsprecherkabel weitestgehend getrennt von stromfihrenden Kabeln verlegen

e Never drill a hole to the vehicle ’s gas tank or brake lines, to wirings or any other important vehicle
parts!

e Never pass wires over sharp edges or vehicle parts to avoid any kind of damage

o Keep the wiring away from the antenna and electronic devices contributing fo radio reception

e Lay the power supply wiring always separated from speaker wiring to avoid disturbance

e Use adequately dimensioned power and speaker wires to connect the components

Gewdhrleistung / Garantie

Die Gewdbhrleistung entspricht der gesetzlichen Regelung. Eine Riicksendung kann nur nach vorheriger Absprache und
in der Originalverpackung erfolgen. Bitte unbedingt einen maschinell erstellten Kaufbeleg und eine Fehlerbeschreibung
beilegen. Von der Gewdhrleistung ausgeschlossen sind Defekte, die durch Uberlastung, unsachgeméBe Behandlung
oder bei Teilnahme an Wettbewerben entstanden sind. Wir behalten uns das Recht vor, zukiinftig nétige Anderungen
oder Verbesserungen an dem Produkt vorzunehmen, ohne den Kunden dariber zu informieren.

Terms of Warranty

The limited warranty for this product is covered by Ground Zero s local distribution partners and their
terms and conditions. For further information contact your local retailer or distributor.

RADIOACTIVE SERIES

Autogoods “130”



THE

RESPECT
( MUSIC )

Listening to music can be emotional, impressive, relaxing or enjoyable. At that, it doesn 't really
matter what kind of music is the personal favorite, whether it s Instrumental, Jazz, Electro, Latin,
Classic, Rock or any other music direction. However, audio reproduction quality at each desired
volume is elementary. Some music styles require higher levels while others prefer the soft tones.

GROUND ZERO considers all the different wishes of customers during the development of new

products. Along with this, the target is to create the most realistic sound, to transfer the soul of
the music and the infention of the performer. Summarized to one phrase: RESPECT THE MUSIC!

GROUND ZERO products are engineered in Germany
GROUND ZERO - international sponsor of

Ground Zero GmbH

Erlenweg 25, 85658 Egmating, Germany
Tel. +49 (0)8095/873 830  Fax-8310

www.ground-zero-audio.com
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